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Important Please Read
Generation Two

GA-1 Gate Grabber Tailgate Lift Assist Instructions (Patent No. 696445)
Thank you for purchasing a TrimmerTrap product. Please read the entire instruction sheet before installation and use. The
GA-1 is designed to "assist" when manually lifting and lowering a trailer's tail gate. When properly installed and adjusted, it
will greatly reduce the effort needed to lift and lower the gate; yet allow it to rest on the ground in the lowered position.

Identify all the components of the GA-1 including the upright, the upright bracket, the gate bracket, the spring and the
safety cable. For general mounting locations of the upright and gate bracket (see Fig. # 1). For most trailers with a top rail
height of about 12 inches and a standard tailgate, these are the approximate mounting locations required. Due to tailgates
varying in weight and dimension, the mounting locations might vary. Generally, mounting the upright near the rear of the
upper trailer rail will be required. Attach the upright to the upper trailer rail using four 3/8" x 1 1/4" grade "5" bolts and nylon
lock nuts. (For most gates, the gate bracket mounting point will need to be approximately 14" from the hinge. (See Fig # 2)
The upright and gate bracket must be attached to the trailer at mounting points that provide sufficient strength without
excessive flexing of either bracket. The maximum extended length of the spring body (not including loops) should not
exceed 53 inches. (See Fig. # 3)

Safety cable installation: Insert one end of the safety cable inside the spring and feed it through the spring until it exits
the opposite end. One end of the spring and safety cable will attach to the upright bracket and the other end of the spring
and safety cable will attach to the gate bracket. The safety cable acts only as a safety device to contain the spring, should
it break. To prevent damage to the cable, the cable must not act as a "stop" for the tail gate when lowered. The cable
should have a small amount slack when the gate is fully lowered. With both ends of the cable completely inserted into the
spring, the cable should bunch up inside the spring as it is retracted (gate is raised).

The amount of leverage (lift) provided by the GA-1 is determined by the mounting locations of its components and can be
fine tuned using (three) separate adjustments or any combination thereof.

Tremendous energy is stored in an extended spring. Never attempt to adjust or work on the GA-1 when the
spring is extended and/or under tension.

Adjustment # 1,Raising or lowering the upper spring attachment point using the adjustable upright bracket.
The upright bracket can be attached to the upright in several different positions (See Figs. # 6,6 & 6,C), therefore
changing the upper spring mount height. Attach the upright bracket to the upright using two 1/2" x 3" grade "5" bolts and
lock nuts. (See Fig. # 6,A)

Adjustment # 2, Changing the upper spring mounting location. The spring can be attached to the upright bracket in
one of four positions. Once the upright bracket is securely attached to the upright, connect the spring to the upright
bracket in one of the four holes (See Fig. # 6,C) using one of the "quick links" provided. Securely tighten the "quick links".

Adjustment # 3, Repositioning the gate bracket. (See Figs. # 2, 2A, 26) These drawings illustrate two different
positions that the gate bracket can be attached to the trailers tailgate using the same two mounting holes. Each position
provides a different setting for spring tension, yet uses the same two mounting holes. This feature allows adjustments in
tension without the need to drill additional holes for the gate bracket. Make certain the gate bracket does not interfere with
any trailer component when the tailgate is raised. Attach the gate bracket to the tailgate using two %" x 1&1/2" grade "5"
bolts and nylon lock nuts (See Fig. # 5). Connect the lower end of the spring to the gate bracket using the other "quick
linK' provided (See Fig. # 5). Securely tighten the "quick link".

NOTE: IT IS THE PURCHASERS SOLE RESPONSIBILITY TO ASSURE THAT THE RACK IS INSTALLED SAFELY AND SECURELY TO A
COMPONENT THAT WILL ADEQUATELY SUPPORT THE EQUIPMENT. c=:::> c=:::> c=:::>

NOTE: All nuts and bolts used on the GA-1 must have a minimum of three threads protruding from the lock nut after
tightening. (See Fig. # 4) This assures that the nylon locking element in the nut fully engages the bolt threads. For any
installation requiring fasteners other than those supplied, an equivalent fastener must be used.

Check all parts daily and replace any worn or damaged parts at once! Do not rely on the GA-1 to hold the gate in the up
position. The devicels supplied with the trailer to secure the tailgate in its raised position must be used. Always stand to
the side of the spring when raising or lowering the tailgate. Never stand in line with an extended spring.

WARRANTY: 90 days against defects in material and workmanship, TrimmerTrap, Inc. reserves the right to repair or replace at its sole
discretion the alleged defective TrimmerTrap product Determination of validity of alleged defect claim will be made upon goods returned to
us freight prepaid to our location in Louisville, KY. Call 1-800-279-8727 for a return goods authorization.


